
24 ServicingYour Honda

GeneralCompetitionMaintenance
Handgrips
AlwaysuseProHondaHandgripCement orequivalentwhen
replacinghandgrips.
RefertotheServiceManualforinstallationinstructions.
ThrottleGrip:
Alignthe“∆”markonthethrottlegripwiththeholeofthe
throttlecableguide.

LeftHandlebarGrip:
Alignthetopofthewafflepatternonthegripwiththeclutch
leverasshownintheillustration.

Foraddedsecurity,youmaychoosetobindthehandgripsto
thehandlebarandthrottlepipewithsafetywirestoprevent
thepossibilityofthemloosening.Positionthetwistedwire
endsawayfromyourpalmsandbesuretobendthewire
endswellintothehandgriprubbersotheywillnotsnagyour
glove.

ThrottleControl
Removethethrottlecontroleveryfewrides,cleantheinside
ofthethrottlepipeandthehandlebarthoroughly,andapplya
lightcoatingofoil.Inspectthecablecarefullyforkinksor
otherdamagethatmayrestrictthrottlecontrolinanyway.
Movethehandlebarfromlocktolocktobesurethereisno
cableinterference.Makecertainthethrottleoperationis
perfectafterservicingandinspecting.

Gaskets
Alwaysusenewgasketswhenreassemblingcomponents.

Cylinder
Putalittlegreaseonthecylindermountingdowelsto
preventcorrosionfromdissimilarmetals.Thetolerancesare
quitetight,soit’simportanttokeepthesedowelsabsolutely
clean(page66).

FuelFilter
Periodicallydrainthefuelfromthefueltank,removeand
cleanthefuelvalve/filter.ReplacethefuelvalveO-ringif
thereareanysignsofdamageordeterioration(page35).

FuelContamination
RefertoFuelSysteminyourOwner’sManual,page34.
Checkthefuellinesfordeterioration,damage,orleakage.
Replacethefuellines,ifnecessary.
Periodicallydrainthefuelfromthefueltank,removeand
cleanthefuelvalve/filter.ReplacethefuelvalveO-ringif
thereareanysignsofdamageordeterioration(page35).
Loosenthedrainscrewandexaminethefuelthatflowsout
ofthefloatbowl.Ifyounoticeanythinginthefuel,suchas
waterordirt,removethefloatbowlandinspectitscontents
(page114).
Formaximumefficiency,drainandreplacefuelthathas
remainedinyourfueltankformorethanamonth.

EngineMountingBoltsandNuts
Makesuretheenginemountingboltsandnutsaretightened
tothepropertorquespecification.Foraddedpeaceofmind,
removethenuts,cleanthethreads,andapplyProHonda
Hondalockoranequivalentpriortotorquingthenuts.

ElectricalConnectors
Cleanelectricalconnectorsandwrapthemwithelectrical
tapetoreducethepossibilityofunwanteddisconnections,
watershortsorcorrosion.Additionalcorrosionprotectionis
offeredbyusingProHondaDielectricGreaseonall
electricalconnections.


