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ClutchSystem
RefertoSafetyPrecautions onpage19.

ClutchLever Freeplay

(1)clutchlever

Inspection
Checkfreeplay.
Freeplay: 3/8–13/16in(10–20mm)

Ifnecessary,adjusttothespecifiedrange.
Improperfreeplayadjustmentcancause
prematureclutchwear.

Makesuretoadjusttheclutchleverfreeplayafter
theclutchcableisdisconnected.

(1)

IntegralCableAdjustment
Theintegralcableadjusterisusedifthecable
endadjusteristhreadedoutnearitslimit —or
thecorrectfreeplaycannotbeobtained.

(1)locknut (+)increasefreeplay
(2)integralcableadjuster (–)decreasefreeplay

1. Turnthecableendadjusterindirection( +)
untilitseatslightlyandthenturnitoutone
turn.

2. Loosenthelocknut(1).
3. Turntheintegralcableadjuster(2)toobtain

thespecifiedfreeplay.
4. Tightenthelocknut.Checkthefreeplay.
5. Starttheengine,pulltheclutchleverin,and

shiftintogear.Makesuretheenginedoesnot
stallandthemotorcycledoesnotcreep.
Graduallyreleasetheclutchleverandopen
thethrottle.YourCRFshouldmovesmoothly
andaccelerategradually.

Ifyoucan’tgetproperadjustment,ortheclutch
doesnotworkproperly,thecablemaybekinked
orworn,ortheclutchdiscsmaybeworn.See
yourdealerorrefertotheHondaServiceManual
(page148).

(2)

(–)

(+)

(1)

CableEndAdjustment
Minoradjustmentsaregenerallymadewiththe
cableendadjuster.

(1)dustcover (+)increasefreeplay
(2)locknut (–)decreasefreeplay
(3)cableendadjuster

1. Pullthedustcover(1)back.
2. Loosenthelocknut(2)andturnthecableend

adjuster(3).Turningtheadjusterindirection
(–)willdecreasefreeplayandturninginthe
direction(+)willincreasefreeplay.

3. Afteradjustment,tightenthelocknutand
installthedustcover.

4. Checkthefreeplayagain.

Iftheadjusteristhreadedoutnearitslimitorthe
correctfreeplaycannotbereached,turnthe
adjusterallthewayindirection(+)andmakethe
adjustmentwiththeintegralcableadjuster.

(2)

(3)(1)

(–)

(+)


