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Brakes
RefertoSafetyPrecautions onpage19.

Boththefrontandrearbrakesarethehydraulic
disctype.Asthebrakepadswear,thebrake
fluidlevelwilldrop.A leakinthesystemwill
alsocausetheleveltodrop.

Frequentlyinspectthesystemtoensurethereare
nofluidleaks.Periodicallyinspectthebrake
fluidlevelandthebrakepadsforwear.

Ifthefrontbrakeleverorrearbrakepedal
freeplaydoesnotfeelwithinthenormalrange
whileriding,checkthebrakepads.Iftheyare
notwornbeyondtherecommendedlimit
(page78),thereisprobablyairinthebrake
system.RefertotheHondaServiceManualor
seeyourdealertohavetheairbledfromthe
system.

(1)locknut (3)piston
(2)adjuster

1. Loosenthelocknut(1).
2. Topositionthebrakeleverfartherawayfrom

thehandgrip,turntheadjuster(2)clockwise.
Topositionthebrakeleverclosertothe
handgrip,turntheadjustercounterclockwise.

3. Whileholdingtheadjuster,tightenthelock
nuttothespecifiedtorque:
4.4lbf·ft(5.9N·m,0.6kgf·m)

4. Applythebrake,releaseit,thenspinthe
wheelandcheckthatitrotatesfreely.Repeat
thisprocedureseveraltimes.

5. Checkfreeplaybypullinginslowlyonthe
frontbrakeleveruntilthebrakestartsto
engage.
Freeplay: 3/8–13/16in(10–20mm)

6. Applysiliconegreasetothecontactingfaces
oftheadjusterandpiston(3).

Rear BrakePedalHeight

Thebrakepedalheightshouldbeapproximately
levelwiththerightfootpeg.

1. Loosenthelocknut(1)andturntheadjusting
bolt(2)indirection(+)toraisetherearbrake
pedal(3)orindirection(–)tolowerit.

2. Tightenthelocknuttothespecifiedtorqueat
thedesiredpedalheight:
4.4lbf·ft(5.9N·m,0.6kgf·m)

(1)locknut (+)raisethepedalheight
(2)adjustingbolt (–)lowerthepedalheight
(3)rearbrakepedal
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FrontBrakeLever Adjustment


