
● Do not direct water at the air cleaner:
u Water in the air cleaner can prevent the

engine from starting.
● Do not direct water near the headlight:

u The headlight's inside lens may fog
temporarily after washing or while riding
in the rain. This does not impact the
headlight function.

u Any condensation inside the headlight
should dissipate after a few minutes of
running the engine with the headlight(s)
on.
However, if you see a large amount of
water or ice accumulated inside the
lens(es), have your vehicle inspected by
your dealer.

● Do not use wax or polishing compounds on
matte painted surface:
u Use a soft cloth or sponge, plenty of

water, and a mild detergent to clean
matte painted surfaces. Dry with a soft
clean cloth.

Aluminum Components
Aluminum will corrode from contact with dirt,
mud, or road salt. Clean aluminum parts
regularly and follow these guidelines to avoid
scratches:
● Do not use stiff brushes, steel wool, or

cleaners containing abrasives.
● Avoid riding over or scraping against curbs.

Panels
Follow these guidelines to prevent scratches
and blemishes:
● Wash gently using a soft sponge and plenty

of water.
● To remove stubborn stains, use diluted

detergent and rinse thoroughly with plenty
of water.

● Avoid getting gasoline, brake fluid, or
detergents on the instruments, panels, or
headlight.
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